
KONNECTFASTENINGSYSTEMS.CO.NZ 0508 KONNECT (566 632)

•	 Suitable for both standard  
and retrofit application

•	 Wraps around existing pipes
•	 Suitable for repairs
•	 Full range of sizes 
•	 Polymer is Ozone and  

UV resistant
•	 20 year warranty 

AQUADAPT

STOCK No. SIZE No. BASE SIZE (mm) PIPE DIA (mm) PK QTY

AAE2B

AAE3B

AAE4B

AAE5B

AAE6B

AAE7B

AAE8B

AAE9B

AAE10B

2

3

4

5

6

7

8

9

10

155 x 155

203 x 203

255 x 255

305 x 305

355 x 355

432 x 432

600 x 540

720 x 650

995 x 965

25 - 90

 50 - 127

89 - 165

127 - 216

165 - 267

216 - 330

280 - 380

330 - 450

400 - 750

20

10

10

10

10

5

5

1

1

AQUASEAL - ORIGINAL
•	 Full range of sizes
•	 First square base flashing  

that revolutionised the  
flashing world

•	 Polymer is Ozone and  
UV resistant 

•	 20 year warranty

STOCK No. SIZE No. BASE SIZE (mm) PIPE DIA (mm) PK QTY

ASE0B

ASE1B 

ASE2B

ASE3B

ASE4B

ASE5B

ASE6B

ASE7B

mini

1

2

3

4

5

6

7

75 x 75

115 x 115

155 x 155

203 x 203

255 x 255

305 x 305

355 x 355

432 x 432

3 - 25

3 - 63

25- 90 

50 - 127

89 - 165

127 - 216

165 - 267

216 - 330

20

20

20 

10

10 

10 

10

5

WALL FLASHER
•	 Suitable for horizontal wall pipe 

installations
•	 Suitable for both standard and 

retrofit application
•	 Block drafts, dirt and insect to 

keep working environment clean
•	 Ozone and UV resistant 
•	 Seal open holes in wall/roof
•	 20 year warranty

SQUARE FLASHER
•	 Suitable for both standard  

and refroit application
•	 Available in two sizes
•	 Flash square pipes from  

25mm to 150mm
•	 Polymer is Ozone and 
•	 UV resistant
•	 20 year warranty

AQUADAPT FITTING INSTRUCTIONS:

LIFT FLASHING UP PIPE

APPLY SEALANT ON 
MARKED PATH

APPLY 
SEALANT 
ON MARKED 
PATH

CUT CONE TO 
EXACT 
CORRESPONDING 
PIPE DIAMETER

1

SPLIT SHOULDERS 
WITH SCISSORS
*STEP 2 & 3 ONLY IF 
RETRO-FITTING

2
CRIMP FLASHING SHOULDERS 
WITH RETROFIT CLIPS FACE 

3

*STEP 2 & 3 ONLY IF 
RETRO-FITTING

FORM TO ROOF PROFILE

MARK OUT SILICONE PATHS

5

4

6

7

8

DESIGNED FOR NEW ZEALAND CONDITIONS


